


Notus kite is the last creation of one of the most active R&D deparment in the kitesurf world
since the last five years.

Notus kite is a kind of alchemy between the current tendencies in modern kiteboarding. This
new kites will allow you to progress safely and to develop a sporting style thanks to its high
reactivity and its power under control.

Here, no radical design without any compromise, the kite is not a full delta design (too slow
and to heavy in bar), not a full bow kite (collapsing trouble), not a real-c-shape (weak depower
capability), but Notus takes the best of each design to be the real weapon for kiteboarding.

The kite shape associated to the bridling system and the exclusive Zeeko bar allow it to suit
all riding styles and make one of the highest performance hybrid kite of the market for
unhooked tricks and jumps.

The team had only one target designing the Notus: make a high performance kite with an easy
handling.

The bridling system of the Notus is simplified at

its maximum (only 3 attachment points/side
instead of 5 or more for most of the kites in the
market) decreasing the drag and giving you an
unbeatable balance between reactivity and
rigidity. The exclusive profile gets one of the most

powerful kites in low end keeping easiness of
control in high end. The work done controlling the

leading edge diameters gives a fast turning kite
even the big sizes and provide unrivalled
reactivity for an hybrid kite.

The bar feeling is calculated to have a firm
and progressive bar pressure allowing to
always know where is the kite without need to
look at it. The handling is immediate even the
kite brand you rode before. The incredible
rigidity of the Notus makes the kite reacts
immediately to the bar movements giving you
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a safe feeling and a confort out of the

common.



The Notus handling can be modified adjusting the
back bridle location. Connectors are set to switch
quickly the behaviour of the kite.

Connecting the back bridle to the rearest kite
connector makes the kite suitable for waveriding,
increasing turning speed and lightening the bar
pressure, this is the favourite trimming of the
Zeeko team riders.

Moving forward the bridle, the kite settles down,
this is perfect to learn new unhooked tricks and to
progress. The bar pressure increases to have more
support and prevent over-sheeting.

Especially, the R&D team worked on the ability to use the kite for unhooked tricks and for
free-style. Indeed, the kite doesn't over-sheet, doesn’t stop in kiteloops allowing you to try this
trick safely. The constant pulling associated to the wide wind window drive to one of the most

performing kite for unhooked riding.

Nevertheless, the pure performance remains high. The narrow tips and the powerfull profiles
leads to an incredible kite concerning the upwind ability and the hangtime. It is super easy to
jump with the Notus kite, handling is immediate to pass high jumps, you just have to sheet in
the bar and the Notus kite delivers immediately tons of power allowing to make high jumps

and soft landings, no need to “pilot” your kite to jump high.

The Zeeko bar for Notus kites is supplied with
20+4m flying lines.

All sizes are designed to be ridden with these 2
different lengths, increasing the wind range of the
kites and optimising the jumps (24m) or the
waveriding (20m) abilities of the kite./

The Zeeko bar included the latest features:
trimmable length (46/54cm), a reliable quick
release, extension lines to ride with sStandard
length lines or short lines, a clever webbing
adjuster, a mini 5th line and, above all, a
revolutionary chicken loop dedaxditzded forfor
unhooked riding and twistable. Never these 2
features co-existed for the same bar.



Notus b \ eeko: The

Switching from 24m lines length to 20m is no
more a nightmare, the quick connections help you
to connect and disconnect the extension lines
easily, and pocket dedicated are available on each
tip of the kites to store the extension lines when
you don't use them. No need anymore to find the
bag on the beach or to go to the car, extension
lines are always on the kite.

Switching from 24m to 20m line length is in the
twinkling of an eye.

The Notus kite is manufactured with a maximum of reinforcements on critical locations, this
makes a strong kite remaining light, an unbeatable stability resulting, trademark of the R&D
department since many years.

The shape of the kite allows to an easy relaunching under any circumstances. The narrow
tips associated to a new curve of the leading edge help the relaunching. Pulling a back bridle
is enough to relaunch the kite in light winds, more the kite goes automatically to the edge of
the wind window, ready to be relaunched.

The Notus kite is delivered with the most reliable one
pump device of the market, each strut can be isolated
using clamps. Fix a bladder is easy, all the one pump
device is outside. In order to prevent aging, all the
pieces of the one pump device are covered by
neopren.

Each size is design separately taking in account the specific constraints.

- 13m is designed to have huge power in low end suitable for light winds

- 11m and 9m are designed to have a good power/control balance.

- 7m is designed to be comfortable in high winds.
Despite, switching from one size to another one is easy, bar feeling is the same for any
sizes.
Composing your size combo depending your home spot is very easy.
If you live close to a windy spot, a 7/9m combo can be done. Don't hesitate to follow the
windrange chart.
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Notus by Zeeko: The

The R&D team worked hard to give an excellent finish of the kite. This is same for kitebag. The
Notus kitebag have straps to hold bar, pump, board. An internal pocket is dedicated to store
repair kit, keys, ID card... The kitebag is able to store the kite without deflating the strut.
Finally, the central opening help a lot to insert the kite inside the kitebag.

Building
Am inmpartznt warlk wes done an tihe productian limes of tihe Zeeko products. Each supplier is
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Each kite is inflaied 24ih, the hizdders have a double lkyer reinforcement on each end. A
quelity contiiall is aipplied 2l the: prodiuction chaim long.

Tihe saill is reinforced amund strut connections, matk dioth reinforcements aire loczied iim fironit
of tihe saiil.

Durziblie bummper are placed an the extradios of tthe: Saill to prevenit ragging. Tis flozim aie coszited
Wit & Super streng) induicticm.

Tive: ridiiing System is made firom Cousin-Testec opes aind use tie ihest hall bearing pulleys
of tihe maitket.

Al seams of the: szills aire tapered, a2l the lezding edge seams are reinforced using mmark dioth.
PVC reinfiorcements aire locztion on sensiiive points (@nd of tihe: LE, traiiing edge....).

Tihe tiips aire madie im Dacman for strengfin zmd reactivity.



Wind range

The windrange of the Notus kite is wide, we worked to deliver a kite with a maximum of power
in low end allowing you to use a smaller kite, inducing a more dynamic riding style.
Additionnaly, the high end is confortable and can be increasing playing with the lines length

(20/24m), this is doable with the Zeeko bar.

Windrange for a 75KG rider using a 135X40 board.

13m?2: 9-20 knots

11m2: 12-25 knots

9m2 : 16-30 knots

7m2 : 18- max depends on rider

Take care, supplied values are indicative
and depends on several parameters.
Shift the windrange by 3knots per 15KG
(ex: for a 60Kg rider, the windrange of
the 11m2 change to 9-22 knots; for a
90Kg rider, windrange of the 9 move to
19-33knots.
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Zeeko Bar

The Zeeko Bar is a new approach of the
kiteboarding bar. The target of the Zeeko R&D
team was to integrate all modern features in a

single bar.

This bar works for each Zeeko kite and with

other kites on the market as well provided the

kite has a bar trimmed in order to have equal

flying line lengths.

The Zeeko bar is dedicated to 4lines kites
equipped with bridles. It can be used with big

size kites or small kite sizes thanks to its
quickly adjustable length (see pic below).
Moreover, the bar is suitable for all styles, from

beginners to expert riders looking for a high

value product.

The bar length is adjustable from 46cm to 54cm
thanks to the winders built from carbon/fibreglass
fabrics. The ends are rounded for a better feeling.
A dedicated grip covers 50% of the winders. This
grip protects your hands during radical tricks. An
elastic rope holds the lines when rolled on the bar
and prevents unexpected tangling.

The central bar piece is made of a mix of
carbon/fibreglass/alloy. Its shape and the
materials were chosen to reduce the bar friction
and allow to turn and depower in the same time.



The Zeeko bar has a small'diameter for a better
seizure. The grip is designed with small holes
for an optimised adhesion. The bar is colour
coded. The red colour is dedicated to the left
side of the bar and the grey colour to the right
side to prevent inversion even when the bar is
__ Another recognition is
available thanks to the “no” logo viewable only
when you grab the bar inside out.

The Zeeko bar is delivered with
Cousin-Trestec high quality lines. The line
length is adjustable from 20m to 24m
thanks to the extension lines. Switching
from 20m to 24m lines length is quick due to
fast connections. If you own a Zeeko kites,
you can store the extension lines on the kite
using the dedicated pockets located on tips
of the kite.

Lines are colour coded and back/front line
connections are inverted to prevent wrong
connections.

The kite power can be reduced using the adjustment strap. We
haven chosen this way of power adjustment for its reliability and its
easiness. Nevertheless, it can't be compared to other adjustment
straps. Here, webbings don't fly, we add velcros on the webbing
loop in order to hold it after adjustments (see the 2 pics on the
bottom).



The Zeeko Bar
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The R&d Team developed a new
chicken loop system.

Thanks to a 3D moulded piece, you
can untwist the lines after a back
loop. Moreover, this 3D piece
enables to automatically orientate
the chicken loop inside the bar
hole. So the chicken loop is always
facing you during unhooked
tricks.

These 2 features have never been
available on the same bar.

The notch of the 3D piece
associated to the stainless steel
loop allows an infinite un-twisting
of the depower system and an
automatic orientation of the
chicken loop inside the bar hole.
Then, the ‘chicken loop+bar’ unit
is rigid facilitating the re-hooking
to the harness loop during riding.






